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DIMENSIONS – WATER HEATER
®

MODEL DIAMETER
OF TANK

VOLUME
(Gallons)

HEIGHT TO CONNECTION (Inches) COIL
SURFACE
(Sq. Ft.)

WEIGHT (Lbs.)

A B C D E F G H NET SHIPPING FILLED

HWT-40
HWT-60
HWT-80

20"
20"
22"

40
55
79

45
58
71

37-1/4
49-5/8
61-1/2

35-5/8
48

61-1/4

N/A
N/A

47-7/8

35
35

54-5/8

20
20

40-1/4

10-7/16
10-7/16
10-7/8

8-7/8
8-7/8
10-1/4

14
14
26

116
118
232

124
143
243

449
576
737

PHYSICAL SPECIFICATIONS

A

C

D

E

F

H
G

B

A-TANK TOP 
B-TEMP. & PRESS. RELIEF VALVE 
C-DOMESTIC HOT WATER OUTLET 
D-RECIRCULATION(HWT-80) 
E-BOILER WATER INLET(SUPPLY) 
F-CONTROL
G-DOMESTIC COLD WATER INLET
H-BOILER WATER OUTLET(RETURN) 

KEY

MODELS: HWT-40, HWT-60, HWT-80 

TANK JACKET

INSULATION

80/119
Only


